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Kit Number: 1187957 Date: 2-1-10 

Installation Instructions:  1187945 Rev: A 

Subject: Update the machine with current software             ECN: 51810  

Vendors:  All VUE 30                        Rev. Date:   N/A 

Purpose: To update older machines to current production level. 

Parts List  
Quantity  Part Number  Description  

1 1149131-61 VMC Software, VEC 15 

1 1149143-21 PDC Software, Old Board 

1 1179936-2.02 PDC Software, New Board 

1 1165767 Harness, X-rail Ground 

1 1167741 Harness, TVS Diode, Y-motor 

1 1184129 Adapter Tab, Grounding, X-Rail 

2 1183394 Wire Nut, 22-16GA 

1 V801489 Screw, #10-16 Self Tapping 

2 1184099 Wire, Ground, Strip/Eyelet, 6 in. 

1 1187945 Instl Instr, Update Kit, Vue 30 

 

Installation  

PDC Software Update  

Step #1 Identify which PDC software you need to update by identifying the PDC board located in the 

hand. 

Step #2 Open the door. 

Step #3 Press ñMode Buttonò on the VMC Board. 

Step #4 The Display should read ñDiagnosticsñ. 

Step #5 Press ó2ô to navigate to ñCalibrationò. (Press Button ó2ô, four times) 

Step #6 Press ó4ô to enter ñCalibrationò. 

Step #7 Display should read ñPDC Software Maintenance Offò. 
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Step #8 Press ó4ô to enter ñPDC Software Maintenanceò -òOffò should blink. 

Step #9 Press ó2ô to Change PDC Software Maintenance to ñOnò.  

Step #10 Press ó4ô to set.  The PDC should move to the top of the machine and extend the hand.  

Step #11 Power off  the machine by disconnecting the power source. 

Step #12 Refer to the pictures below to identify which PDC board you have and which EPROM to use. 

 

 

 

OLD BOARD: USE EPROM 1149143 -21 

The old board has 2 motor drivers and no 
large capacitor. 

NEW BOARD: USE EPROM 11 79936-2.02 

The new board has 8 motor drivers and one 
large capacitor. 

PDC 

1.21 

PDC 

2.02 
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Step #13 Using a paper clip that has been unfolded, pull out the existing PDC EPROM. 

 

Step #14 Insert the new corresponding EPROM. 

Please note: The cut corner of the chip should be placed so that it is on the bottom left of the chip 

socket in the PDC Board. 

Cut Corner on the PDC Software    

      

 

 

VMC Software Update  

Step #1 With the power still off, remove the control board cover from the lower insulated panel. 

Step #2 Using a paper clip that has been unfolded, pull out the existing VMC EPROM. 

Step #3 Insert the new VMC software (p/n 1149131-61). 

Please note: The cut corner of the chip should be placed so that it is on the bottom left of the chip 

socket in the VMC Board. 

Cut Corner on the VMC Software    

 

Step #4 Replace power to the machine and allow the hand to go through its startup. 

Use a bent paper clip to pry 
the current EPROM out of 
the board from the corner 

VMC 

1.61 

PDC 
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Y-Motor Diode  

Step #1 Remove the x-rail cover. 

Step #2 Refer to the pictures below to determine if you need to install the y-motor diode harness.  If not 

needed, skip to the next section. 

                

 

Step #3 POWER OFF the machine and install the y-motor diode harness (p/n 1147741) between the top 

connector on the PC board next to the y-motor and the red and black wire connector coming 

from the y-motor.   

 

Y-motor Diode  

If seen as shown in picture (left), 
do not install y-motor harness. 

If not  seen as shown in picture, 
(right) follow instructions Step #3 
below and install the y-motor 
diode harness. 


